Temporary Water
CITY OF LODI Blow—off and
PUBLIC WORKS DEPARTMENT Connection Details
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Thrust block per Std Plan 405 w/ 1/4”
plywood between concrete and flange

Frame & cover per Std
Plan 408; Adjust to grade

per Std Plan 123.
Plywood
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riser w/ end cap (47 1/8" thick
riser for 8” and larger O] 1O .
mains. (greased with pipe O O emove upper
lube & hand tight) E;’m‘:zv;’”‘y‘ottz
City Valve \\ O 0O P
O O \
S O O Flange
% 5
[ RL
g POX
\\//\ Removable Steel Plate
K

R
Per Plans
No services in this length

Temporary Blow—off

) 2” riser for temporary
City valve blowoff (4” riser for
8" and larger mains)

Remove temporary blowoff
and plug saddle at time of
meter assembly installation
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Water system under
construction

Ex. water system

Detail B:  Temporary Connection
without Meter Assembly

Detail A:  Temporary Connection
with Meter Assembly

Notes:
1. The Contractor shall not operate any City valves. 24 hours notice
is required for operation by City.

2. All connections to the existing system shall be made per Details A or B.
Upon acceptance of the new system, the Contractor shall remove the riser,
plug the saddles and remove the steel plate. Contractor shall also remove
the meter assembly and install a flanged spool. Meter assembly shall be
returned to the City.

3. Contractor shall supply and install reducers on meter assembly where main
is larger than 6”.

4. City shall furnish meter assembly upon receipt of deposit. Meter assembly

to be installed by Contractor. Sheet 1 of 2
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